
The Kubu Equipped Door Lock isn’t just set for smart, it has been 
designed for high performance residential door applications on 
a wide range of door materials too. It provides a long service life 
and is backed by a 10 year mechanical warranty and an additional 
£1,000 security guarantee, which can be activated by homeowners. 

No hardwiring or calibration is required for smart activation - 
Kubu Equipped Door Locks have been engineered to provide 
homeowners with a simple, neat and compact smart product that 
doesn’t alter the appearance of the door.

Fitting Kubu Equipped Door Locks means the door is set for smart 
technology. Every door fabricated or installed is future proofed 
and ready to be activated by the end user.

High performance multipoint door locking 
system, equipped for smart technology

www.kubu-home.com

KUBU EQUIPPED 650 SERIES 
RESIDENTIAL DOOR LOCK

FEATURES
 25mm throw direct drive centre 

compression deadbolt
 Largest opposing chamfered security 

hooks in the UK
 Optional roller cams for additional 

compression 
 Compatible with the Avantis ‘Twin-Fix’ 

cylinder guard
 Fully adjustable security keeps
 Secured by Design accredited
       Equipped for smart technology enabling 

homeowners to activate at any time 
& benefit from a wealth of smart app 
features



www.kubu-home.com

TECHNICAL  
SPECIFICATIONS

PART NUMBER

DLS-01-A-650-S

DLS-01-A-652-M-ZC

DLS-01-A-656-S

DLS-01-A-652-M-ZC-45

DLS-H1-A-657-M-ZC

Stainless Steel

Mild Steel

Stainless Steel

Mild Steel

Mild Steel

No

No

Yes

No

Yes

0

2

0

2

2

Kubu® Equipped Door Lock - 650ctrs Standard 35mm back set

Kubu® Equipped Door Lock - 650ctrs + 2 Cams Standard, 35mm back set

Kubu® Equipped Door Lock - 650ctrs - Serrated Rods 35mm back set

Kubu® Equipped Door Lock - 650 Ctrs + 2 Cams 45mm back set

Kubu® Equipped Door Lock - 650 ctrs + 2 cams + Serrated Rods 35mm back 

 16mm stainless steel and mild steel  
faceplates

 35mm and 45mm back set variants

 PZ92/62mm dual follower centre case

 Tested to PAS24 and BS6375

 Corrosion resistance to EN1670:Grade 4 
(240 hours NSS)

 Service life of over 50,000 cycles
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